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1 Rated to 175°C (350°F) Long Term
v Available in J, K, T, and E Calibrations Shown =
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To Order e / N
Model No. Description, “L” Dimension, Termination i Lo [ !
SA1-(*) Thermocouple, 1 m (40") long, ) { 3 \N':::\“_é’/
stripped ends** A - ﬂ,rr"s.-?«:? -
SA1-(*)-72 Thermocouple, 2 m (80") long, ) & ‘M
stripped ends** : i )
SA1-(*)-120 | Thermocouple, 3 m (120") long, A Wi o
stripped ends™* ! i )i
SA1-(*)-SRTC | SA1-(*) with molded strain relief ﬁ e 9 Fas
and SMP male connector & w HESpo”{s-e /
* Specify J, K, T or E thermocouple type. w \J
** For a male straight M12 plug add “M12-S-M” to the model [ —
number for additional cost. “a—

**For a male right-angled M12 plug add “M12-R-M” to the model
number for additional cost.

Ordering Example: SA1-K, pkg of 5 self-adhesive Type K -
thermocouples, 30 AWG PFA insulation, 1 m (40") long. NOW Avallable.’
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Wire Length
Model No. Gauge m (in) Insulation
SA1-J-SC 30 1 (40) PFA
SA1-K-SC 30 1 (40) PFA
SA1-T-SC 30 1 (40) PFA
SA1-E-SC 30 1 (40) PFA
SA1-J-72-SC 30 2 (80) PFA
SA1-K-72-SC 30 2 (80) PFA
SA1-T-72-SC 30 2 (80) PFA
SA1-E-72-SC 30 2 (80) PFA
Note: 2 m (80") is the longest length available with spool caddy.
Shown smaller than Ordering Example: SA1-K-SC, package of 5 self-adhesive Type K
actual size. thermocouples, 30 AWG PFA insulation, 1 m (40") long.
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